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100 rpm

150 rpm

200 rpm

250 rpm

300 rpm

350 rpm

400 rpm

50 rpm
0,0

0,5

1,0

1,5

2,0

2,5

3,0

3,5

4,0

0 2 4 6 8 10

Fl
ow

 [m
ᶟ/

hr
]

Pressure [bar]

E4/10
Water 25 deg C, NBR

100 rpm

150 rpm

200 rpm

250 rpm

300 rpm

350 rpm

400 rpm

50 rpm

0,0

0,5

1,0

1,5

2,0

2,5

3,0

0 2 4 6 8 10

Po
w

er
 [k

W
]

Pressure [bar]

E4/10
Water 25 deg C, NBR

   TECHNICAL DATA

•	 Evenwall® stator 
•	 Maximum flow:  

3,4 m3/h
•	 Nominal flow:  

2,9 m3/h
•	 Maximum pressure:  

10 bar
•	 Temperature up to  

70 °C
•	 Weight: 135 kg
•	 Max motor power: 3 kW
•	 Flange connection size: 

DN65 
•	 Flange drilling:  

DIN PN10 or ANSI150
•	 Can be installed without 

base plate
•	 No dry running
•	 NPSH tba
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PRODUCT SPECIFICATION
Body

Cast iron

Suction Pipe

• Carbon steel
• Carbon steel with  
   maintenance hatch
• Stainless steel with 
   maintenance hatch

Rotor

• Carbon  
   steel
• Stainless 
   steel

Rotor coatings

• Black nitrated
• Hard chromium
• Tungsten carbide

Stator 

• NBR
• EPDM
• Viton

Drive

Gear motor 
drive

Seal types

• Single Mechanical
   Shaft Seal
• Double Mechanical
   Shaft Seal
• Gland Packing
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MAIN DIMENSIONS

			   Dimensions are in mm.
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